
Charpy ASTM E23 Charpy ASTM E23

DIN EN ISO 148 DIN EN ISO 148

DIN EN ISO 14556 DIN EN ISO 14556

Izod ASTM E23 other:
BS 131

Brugger ZF15-53

Wedge-impact-
test DIN EN ISO 11343

other:

up to 150 J up to 300 J up to 600 J up to 750 J

up to 450 J

Charpy test

10 x 10 x 55 mm

7.5 x 10 x 55 mm

5 x 10 x 55 mm

2.5 x 10 x 55 mm

DVMK

other:

10 x 10 x 55 mm

7.5 x 10 x 55 mm

5 x 10 x 55 mm

2.5 x 10 x 55 mm

other:

2nd door to remove specimens

Questionnaire for Offers of Pendulum Impact Testers

Impact energy

Safety enclosure

Installation

Support plate for

specimen 
dimensions

PSd 450 PSd 750

2nd door to remove specimens

Steel frame
Prefabricated concrete 
foundation

Tests according to
standards
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Izod test
10 x 10 x 70 mm

10 x 10 x 50 mm

10 x 10 x 25 mm

other:

Tensile impact test

Brugger test

Transport

Commissioning

Reference specimens

Customer

Date

Wedge impact test

Cryostat

Contact

Temperature range:

Standard:

Temperature range:

Standard:

Vise for specimen 
dimensions

Specimen centering

Operation

Specimen dimensions: 

Symmetric wedge 

Asymmetric wedge

Evaluation software

Instrumentation 

Evaluation software

Instrumentation 

Specimen centering (from center) 

Specimen dimensions:

Specimen dimensions:

Side-stopper
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Email address

If you use Adobe Reader, you can directly press this button:

If you use Microsoft Edge or Google Chrome, save the filled form and send it to info@wpm-leipzig.de.

Thank you!
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